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Introduction
The Additional “Control module” NRC-6 with software version SV is intended to
work with the NPBC-V3C-1 controller, which is composed of a NPBC-V3M ”Executive
module” and a NRC-6-MV main “Control Module.” If the assembly is executed on NPBCV3M , it is connected in parallel to the main control module to its second connector (type RJ
11) or by a coupler into the RJ 11 connector. The additional control module displays the most
important information about the burner’s state and its operations: operation stage, errors
registered, the parameters measured by the sensors, and the current state of the timers.
Additionally, the NRC-6 SV module works as a room thermostat and measures the ambient
temperature with a temperature sensor, which is connected to the box (connected with a wire).
The screen’s graph is designed a little simpler and it has a dedicated new blue field where the
ambient temperature is shown. The additional control module has limited control function
compared with NPBC-V3C-1/2 controller. The following options are available: switching on,
off or to timer mode, fuel type selection, adjustable settings for the burner timers, and clock
adjustment. The additional controller module has several settings regarding its function as a
room thermostat: setting and maintaining a desired room temperature, as well as the option for
timer settings, which gives the opportunity to set different temperatures during the day.
The rest operation parameters cannot be set from NRC-6. The temperature adjustment
function refers to the ambient temperature, not to the boiler temperature.
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SERVICE MANUAL
The additional controller module with built in thermostat (NRC-6 SV) has a number of
functions, which can be operated with help of six buttons, just like the main “Control
Module.” The functions of each buttons are shown below:

Menu / 
On/Off
Navigation buttons
with different functions
depending on the current menu

Micro USB

The screen of the additional control module is different depending on whether the burner is on
or off. When the burner is OFF:

Information fields of the
displayed data

Measured ambient
temperature
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When the burner is turned ON:
Status bar with icons for the
outputs' current state and
Internet connection

Time

Temperature of the water
in the boiler

Information fields with an
option to choose between
the displayed parameters

Fuel type and number
currently in use

A measured ambient temperature.
The digits are in white, when the
set temperature is reached and in
orange, when it is not reached

Date,
burner's work phase (table 1)
or registered error (table 2)

When the burner is switched on and detects the light from a burning fire, a flame will appear in the
picture of a kettle/boiler. If multiple messages need to be displayed on the bottom row, the
messages will circulate between one another every four seconds. The date is displayed in white
color, operation stage is in green, and registered errors are in red.
If the clock was not previously set, the display will show –:-- . In order for the burner to work properly,
the time needs to be set

In most cases, when error messages are displayed in red on the bottom row, you will be
notified by a three tone sound signal.
Some of the error messages are automatically cleared from the screen after the cause for the error
has been resolved. There are other alarm notifications such as “back burning”, “frozen boiler,” etc.,
which can only be cleared from the screen if the “◄“ button is pressed down for over two seconds.
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The information fields with the possibilities for a selection can be found from the following
list:
Icon

Displayed information
Level of illumination, measured by the photo sensor.

Exhaust fan's speed

Information about the upcoming action of the boiler’s timer. If the timers
are not activated or the burner is turned on, there won’t be any
information under the icon. If there is at least one activated timer and the
burner is switched ON, the next timer action will be shown under the
icon, along with the time and the day of activation
Real time calculated feedback of the burner’s power. A calibrating
constant parameter for the auger motor’s capacity has to be set to assure
the correct values are being provided. The calibrating constant is available
in the menu:
Service settings > General settings > Fuel auger capacity
Degrees Celsius measured by the temperature sensor in the water heater
for the DHW inside of it.

Temperature measured by the exhaust gases temperature sensor
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The set temperature is displayed. If a heating timer is activated at the
moment, its temperature setting will be displayed.
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Information about the upcoming action of the boiler timers. If no timer
has to be activated, no information will appear under the icon. If there is
at least one activated timer, under the icon there will be information about
the timer action and when (time and day) it will occur. If the next action is
shutting down, this means that the timer is working at the moment and the
set temperature is changed to the temperature specified by the timer.
The boiler’s temperature

Possible icons that would appear at the top blue bar:
Indicates that the
room thermostat
is active

Active FC output

Active DHW pump

Internet connection
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How to turn on/off the burner:
By pressing the ON/OFF button, you will be redirected to a menu where you can choose a
Switch Mode.

Currently selected row

Using the buttons “▲“ or“▼“ will move the red marker line up/down. You can choose
between three working modes: On, Standby, and Timers. While the red marker is over an
option, pressing the ON/OFF button again will make a selection from the menu. If you don’t
press a button for more than 5 seconds or if you press the left navigation button (◄), you can
leave without making any mode selection or a burner state change. The “fuel type” field of the
main screen gives information about the chosen fuel settings for the present operation of the
burner. If this field is missing, that means that the burner is switched off or it is scheduled to
be turned off later. The most certain indication that the burner is now working is if there is no
green text at the bottom row of the screen. Some of the operation phases of the burner that
could be presented in green can be seen below in Table 1:
Table 1.
Work phase

Work phase

1

Cleaning

6

Power level P1

2

Feeding

7

Power level P2

3

Ignition

8

Power level P3

4

Unfolding fire

9

Intermediate Clean

5

Maintenance

10

Extinguishing

User Manual Ver 3.3

http://www.naturela-bg.com/en

p.8 /21

NRC-6-SV Room Thermostat and Remote Control Module
For a clearer distinction between different boiler’s states (On/Standby), the middle section of
the screen has a different view. While the burner is in Standby mode, there will be no
indication on the screen. If the burner was working before switching it to “Standby”, an
extinguishing process for the fire will start to take process. Keep in mind, that it will take
some time for the fire to be completely put out and after that some more time for the cleaning
procedure to be complete. It is normal for the burner’s and boiler’s aggregates to continue
operating for a certain time during the Standby mode. When the burner is turned on, the
screen will change and a “Fuel type” field and boiler’s temperature field will appear. The
burner will proceed to an automatic ignition start if all the necessary conditions for the
burner's ignition are fulfilled: the temperature of the boiler is lower than the set temperature,
the room thermostat and the OD input for forced stop are not activated, and if there are no
registered serious errors.
While on Timers mode, the burner will work only during the time intervals when its work is
allowed. These time intervals can be set from the menu option Timers in the User Settings.
If Timers mode is selected, but there are no active timers set, the burner remains in Standby
mode and a warning message will displayed on the screen (message is shown in the figure
below). The controller will save the chosen mode and as soon as any of the timers are
activated, the burner will switch to Timers mode automatically, without having to select it
again.
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How to change the set temperature for room heating
When the controller is on the “Main Screen,” by pressing the up/down buttons (▲ / ▼), the
controller switches to a screen where the previously set temperature can be changed. The
temperature will move by 0.5 degrees Celsius every time a button is pressed. If you hold one
of the buttons (▲ / ▼) the temperature automatically increases by 2.5 degrees Celsius every
second the button is being held. Press the Menu button () to save the changes and return to
the main screen. If you don’t press any of the buttons for more than 5 seconds, the controller
will switch back to the main screen and no changes will be saved.

Additional information about burner’s operation
By pressing the right navigation button (►), while the controller is on the “Main screen”, you can
proceed to the additional information screens.

Statistical charts about hourly pellet consumption
The first screen is titled “Pellets consumption.” It contains charted data about your pellet
consumption for the last four days. First thing that the screen shows is information about the
current day and by using the “▲” or “▼” buttons, you can navigate through the rest of the
information about the rest of the four days. Data is presented on the screen in the form of a
histogram. The horizontal axis of the histogram is divided into 24 hours and the vertical axis
represents the consumed pellets in kilograms for the relevant hour. Above the chart is the
corresponding date for the currently displayed information and on the bottom is the total daily
pellet consumption.
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Information about the state of some of the current parameters
By pressing the right button (►) while the controller is still in the “Pellets consumption”
screen, the controller switches to an “Information” screen. It provides data about the boiler’s
set temperature, the DHW's temperature, the level of illumination measured by the photo
sensor, the temperature of the exhaust gases, the boiler’ s temperature, and the total pellet
consumption since the last reset was performed.

Indicator for
the next page

Date format
dd/mm/yyyy

By pressing and holding the menu button for more than 2 seconds, the total pellets consumption
number is being reset. However, the time and date of the reset is being saved, which means that you
will be able to track how much your pellet consumption has been, since the last reset.
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Keep in mind that pellets consumption for the current day will not be affected by the reset,
because the program starts recording data from 00:00 of the date displayed on the screen.
By pressing the left navigation button (◄) on “Information” screen you will be brought back
to the “Pellets consumption” screen.
On top of these parameters, there is other data, important for the job of the burner, which can
be brought out to the main screen.

Software and controller version
To find information about the software and controller versions, you need the press the down
button (▼) while being in the “WiFi connections” screen.

Diagnostics
While on the “Information” screen, by pressing the right navigation button (►) you will be
redirected to the “Diagnostics” screen. It provides a list with information about previously
registered errors and the exact time and date when they have occurred. If the total number of
errors is more than four, the buttons(▲ or ▼) can help you navigate through the previous or
next page, since only four notifications fit on the screen at once. If you hold the Menu button
() for more than two seconds, it will reset the accumulated diagnostics information. The
“star” symbol marks the latest registered notification.
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Table 2 provides a list of all the messages that can appear on this screen and gives a full
description of what they are for.
Messages one to thirteen will also appear as messages for registered errors on the bottom
line of the main screen.

Message

Clearing the Description
error

1

Back burning

Button ◄

2

Off boiler TS

automatically Boiler's temperature sensor is having an issue

3

Short boiler TS

automatically Short circuit in the boiler’s thermo sensor.

4

Boiler Frost

Button ◄

5

Ignition Fail

Button ◄

6

Off RB Sensor

automatically Back burning temperature sensor is interrupted

7

Short RB Sensor

automatically Short circuit in the back burning temperature
sensor

8

Off WH Sensor

automatically DHW temperature sensor is interrupted

9

Short WH Sensor automatically Short circuit inside theDHW temperature sensor

Thermostat for back burning situation has been
activated

Situation ” frozen boiler” is registered. Time and
date are also recorded.

10 Off PT Sensor

automatically Pt100 gases high temperature sensor is interrupted

11 Short PT Sensor

automatically Short circuit in the pt100 gases high temperature
sensor

12 High Flue gas
temp

Button ◄

13 Flue gasses alarm Button ◄
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14 No Exec module

---

No connection with the Executive module

15 Power On

---

Date and time when the power supply to the
controller was turned on

16 Power Off

---

Date and time of controller operation before the
power supply to the controller was switched to off

17 Reset

---

Date and time when the controller's software or the
information in the Diagnostics screen has been
reset.
OR
First record after restarting of the controller or
after deleting of the buffer for diagnostics.

While on the “Diagnostics” screen, if you press the left navigation button (◄), you will be
redirected back to the “Information” screen.
When the error messages are displayed in red color on the bottom line of the main screen,
they can be cleared by two ways:
•

For all the messages with permitted automatical cleaning, errors will be cleared
on their own, as long as the issue has been resolved.

•

The second way for an error message to be cleared is manually. While in the
“Main screen” page, by pressing the left navigation button for more than 2
seconds will remove the error message.

Settings of the operation parameters
Ways to change operation parameters
When the operational parameters of the controller are being set, the screen will be displaying
one of the following options:
•

A list choice- The red bar indicates the currently highlighted row. Press the up or
down navigation button (▲ or ▼) to move the bar. By pressing the right navigation
button (►) you confirm the selection and move to the next screen. An arrow pointing
down at the bottom of the screen or up on the top of the screen indicates that there are
more options in the corresponding direction outside of the visible area of the screen.
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Screen function for list choice

Currently selected row

•

Screen settings- When such a screen is displayed, a pink frame marks the first editable
parameter. The left and right navigation buttons (◄ ►) move the frame to the
previous or next editable parameter. The up or down navigation buttons (▲ ▼)
change the currently selected parameter's value, respectively up and down or choose
and release. The parameter's type could be any of the following: editable numerical
values, choice field with available value activated/ deactivated( chosen/not chosen) or
list with text values. The numerical parameters check for limited value in the previous
defined range. If the end of the range is reached, the value stops changing, despite the
remaining sound signal, when pressing the change button.

Screen settings

Explanatory information

Frame marked on editable
field

Field numerical parameter

If there is a check sign,
the timer is active

Check sign as LED- not
selected

If there isn' t a check sign,
the timer is not active

Explanatory information
Check sign as0
LED- Selected
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The button  (Menu) is used to save the changed parameters and to exit to the previous
screen. There is a default maximum waiting time for having no buttons pressed. After this
time passes, the controller brings you back to the previous screen and does not save any
changes that were made.
Pressing and holding the navigation buttons in most cases will lead to a repetition of the
function of the button. The repetition is 5 times per second and leads to increasing or
decreasing of the selected parameter value or moving the mark between parameters.

User parameters settings
While having the main screen on the display, a short pressing of the Menu button will
lead to a screen with options to correct some of the parameter groups. Press the up or
down navigation buttons (▲ ▼) to move the red line that indicates the selected row.
Press the right navigation button (►) to select the group setting and to enter the menu
corresponding to the selected row. You will continue working in the way described
above.

Time and Date setting– The time format is 24-hours and the date format is
DD/MM/YY. The day of the week is automatically calculated after setting the date. If
after the initial setup, you change the time, the timer for seconds will reset. Changing
only the date will not reset the seconds. In order for the automatic check of the time to
work, the controller needs to be connected to the Internet and to the Naturela system.
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This option is available only if
the controller is equipped with
WiFi modem and has
an access to the Internet

Language
Press the up or down navigation buttons (▲ ▼) to select the language for the controller's
menu and confirm your choice by pressing the right navigation button (►) or Menu ().
After that, you will be redirected back to the Main Menu, but with the language selected. An
arrow pointing down at the bottom of the screen or up on the top of the screen indicates that
there are more options in the corresponding direction outside of the visible area of the screen.

Timers – In this menu you can adjust and activate the timer intervals for when the
burner's operation is allowed. If at least one of the three timers is activated, the burner
will work only during the interval of the activated timer/s. The burner will be on
Standby mode when the time is outside of the intervals. In addition the rest of the
required conditions must also be presented, such as: the work mode must be anything
but “Standby”, the temperature of the water in the boiler must be below the set
temperature, OD and RT inputs must not be active, and others.
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If there is a check sign,
the timer is active

Turn on the LEDs only for the
days of the week when this
particular timer should be active.
LED on- active day
LED off – inactive day

Days of the week

Keep in mind that the time in column ”On” has to start before the time in column
“Off”! If necessary, set the “Off” time first.
In order to see better if and when the timers are going to activate the burner (specific
time and date), you could have that information in the top field side of the main
screen.
Heating timers- This menu allows you to set and activate different intervals of the day, each
with their own set ambient temperature. If a timer is active, in the indicated intervals, the
setting temperature will be replaced by one that is given in row “New set room
temperature”. Outside the range intervals the common set room temperature will be used.

Turn on the LEDs only for the
days of the week when this
particular timer should be active.
LED on- active day
LED off – inactive day

If there is a check sign,
the timer is active

Days of the week

Have in mind, that the time in column “On” has to be before the time in column ”Off”! If
necessary, set the “Off” time first, to provide larger range for the “On“ settings.
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To see more clearly whether the heating timers are activated, if they will control the set
temperature, what will be their next operation On/Off and what time they get activated, you
can display their information in the information field. This information field is positioned on
the top of the screen along the field” Set temperature”.
Fuel choice- From this menu, you can choose the preliminary set Fuel type, which is being
used at the moment. All the necessary parameters for setting the different fuel type profiles
you can find in Burning Setting menu.

Information field – Sets the information, which will be displayed in the four information
fields on the top of the screen.
Order of the fields
and their numbers
Displayed information
from the left information
field

The possible information to be displayed in each field is as follows:
•

Flame level - Level of illumination, measured by the photo sensor
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•

Chimney fan - Current speed of the chimney fan

•

Boiler Timers - the next action, controlled by the timers for inclusion/exclusion of the
burner

•

Power – calculated current power of the burner, from consumption of pellets

•

Temp DHW – temperature of the hot water in the heater

•

Exhaust temp – temperature of the exhaust gases

•

Set temperature – Current set temperatures

•

Timers for heating – next action that is going to be performed by the timers.

Screen – The field Brightness changes the illumination of the display. NRC-6 is not
equipped with automatic brightness adjustment of the screen

Additional information about controller's operation
After the power supply of the controller has been turned on for two seconds, a yellow text
with the Control module's type will appear on the screen. The text will differ based on its
software. NRC-6 MV’s software controls the pellet burner and the software of the NRC-6 SV,
provides the additional option to work as a room thermostat. Next, a screen will come up,
showing the version of the controller and the software version of the Control and Executive
modules:
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Version of the controller
Software version of
the Executive module

Software version of
the Control module

The controller should load its main screen within 3 seconds. If this doesn't happen and the
Executive module's version is missing (“--” instead of numbers), that means there is a
communication problem between the modules or the Executive module is not working. To
solve the problem, check the green LED located on the board. When working normally, it
should blink every 0.5 seconds. If you have a case where the light blinks normally but there is
no software version being displayed, the problem might be in the connection between the two
modules. If the LED is blinking every 2.4 seconds, it means that there is no pre-installed
software on the Executive module. Use the remote monitoring and control program to upload
the software in the module. If after turning the power ON and the LED blinks once per
second, this means that there is no communication between the two modules. You have to
check the connection between them.
If by three seconds the screen does not shift to the main screen and the controller version text
turns red, it means that there is a hardware incompatibility between the modules.
If by three seconds the screen does not go to the main screen and the software version of the
Executive module turns red, it means there is a software incompatibility between the modules.
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